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BER-PA COMMERCIAL GUIDE – COMPLETE EDITION 

REV00 /11/2025 
 

 

1) COMPLETE COMPOUND GUIDE 
 

COMPOUND  
CODE 

COLOUR MATERIAL COMPOUND DESCRIPTION 
HARDNESS  
(m IRHD) 

TEMPERATURE  
RANGE 

CONFORMITIES 

VB70AT53 Black FKM 
FKM [A001] Black 

70±5[EN_549_E1_H3][ZP_5101][LAB] 
70 

-20°C (-25°C peak)  
+200°C (+220°C peak) 

Hydrogen (H2) | Gas 
General purpose | Bisphenolic curing system 

VB75AT52 Black FKM FKM [A001] Nero / Black 75±5 [LAB] 75 
-20°C (-25°C peak)  

+200°C (+220°C peak) 
LPG and CNG systems 

General purpose | Bisphenolic curing system 

VB80AT52 Black FKM FKM [A001] Nero / Black 80±5 80 
-20°C (-25°C peak)  

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VB90AT52 Black FKM FKM [A001] Nero / Black 90±5 90 
-20°C (-25°C peak)  

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG700623 Green FKM FKM [A001] Verde / Green 70±5 70 
-20°C (-25°C peak)  

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG750623 Green FKM FKM [A001] Verde / Green 75±5 75 
-20°C (-25°C peak)  

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG800623 Green FKM FKM [A001] Verde / Green 80±5 80 
-20°C (-25°C peak)  

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG90I531 Green FKM FKM [A001] Verde / Green 90±5 90 
-20°C (-25°C peak)  

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

GF750053 Black FKM 
FKM [GFS1] Nero / Black  

75(-5+8) Perox 
75 

-15°C (-20°C peak)  
+200°C (+220°C peak) 

Chemical resistance | Steam 
Heavy fuel oil (HFO) (maritime, energy) | Peroxide curing system 

GF75FD54 Black FKM 
FKM [GFS1] Nero / Black  

75±5 Perox [F24] 
75 

-15°C (-20°C peak)  
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Chemical resistance | Steam | Peroxide curing system 

GBL75053 Black FKM 
FKM [GBL1] Nero / Black  

75±5 Perox 
75 

-20°C (-25°C peak) 
 +200°C (+220°C peak) 

Chemical resistance | Low temperatures 
Steam | Peroxide curing system 

VM705317 Brown FKM 
FKM [A001] Marrone / Brown  

70±5 
70 

-20°C (-25°C peak) 
 +200°C (+220°C peak) 

General purpose 
Bisphenolic curing system 

GF700053 Black FKM FKM [GFS1] Nero / Black 70±5 Perox 70 
-15°C (-20°C peak)  

+200°C (+220°C peak) 
Chemical resistance  

Steam | Peroxide curing system 

VA70AT53 Blue FKM FKM [A001] Blu / Blue 70±5 70 
-20°C (-25°C peak) 

 +200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

GF70FDAE Green FKM 
FKM [GFS1] Verde / Green  

70±5 Perox [F24] 
70 

-15°C (-20°C peak)  
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) | Chemical resistance  
Steam | Peroxide curing system 

GLT70NE4 Black FKM 
FKM [GLT1] Nero / Black 

 70±5 (T-30°C) 
70 

-30°C (-40°C peak)  
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

GF75AK00 Blue FKM 
FKM [GFS1] Blu / Blue  

75±5 Perox [F24] Metal Det 
70 

-15°C (-20°C peak) 
 +200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) | Chemical resistance  
Steam | Peroxide curing system | Metal detector 

LTFE70N0 Black FKM 
FKM [Z000] Black 70±5 LTXP (T-

40°C)[ZP_5101][LAB] 
70 

-40°C (-45°C peak) 
 +200°C (+220°C peak) 

Hydrogen (H2) | Low temperatures 
Peroxide curing system | Automotive 
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VG70N623 Green FKM FKM [A001] Verde / Green 70±5 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VB75PXT1 Black FKM FKM [Z000] Nero / Black 75±5 Perox 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Chemical resistance  

Peroxide curing system 

VB63AT53 Black FKM FKM [A001] Nero / Black 60±5 60 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VR70MT54 Red FKM FKM [A001] Rosso / Red 70±5 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG70I00P Green FKM 
FKM [A001] Green 

70±5[EN_549_E1_H3][ZP_5101][LAB] 
70 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

Hydrogen (H2) | Gas 
General purpose | Bisphenolic curing system 

VM75AT53 Brown FKM FKM [A001] Marrone / Brown 75±5 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG80BR53 Green FKM FKM [A001] Verde / Green 80±5 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG60I53P Green FKM FKM [A001] Verde / Green 60±5 60 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VB70FD52 Black FKM 
FKM [A001] Nero / Black 

 70±5 [FBA][LAB] 
70 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Not approved in the EU) 
Bisphenolic curing system 

VB70PXPI Black FKM FKM [Z000] Nero / Black 70±5 Perox 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Chemical resistance | Peroxide curing system 

NFSP_B (Polymers without fluorinated surfactants) 

VB70ULV0 Black FKM 
FKM [Z000] Nero / Black 

 70±5 [UL]94 V0 HB 
70 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

General purpose 
UL 94 

VB70DB11 Black FKM 
FKM [Z000] Black  

70±5 DBL6038.40(2011-11)PN707-2 
70 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

General purpose 
Automotive 

GF70FD56 Black FKM FKM [Z000] Nero / Black 70±5 * Perox 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Chemical resistance | Steam 

Peroxide curing system 

GF70B002 Black FKM FKM [GFS1] Nero / Black 70±5 Perox 70 
-15°C (-20°C peak) 

+200°C (+220°C peak) 
Chemical resistance | Steam | Peroxide curing system 

NFSP_B (Polymers without fluorinated surfactants) 

VB75FD52 Black FKM 
FKM [A001] Nero / Black  

75±5 [FBA][LAB] 
75 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Not approved in the EU) 
Bisphenolic curing system 

VB75EF03 Black FKM 
EFSealing® [FKM][V749] Nero / Black 

75±8 
75 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

Eco-friendly 

VB80FD52 Black FKM 
FKM [A001] Nero / Black 

 80±5 [FBA][LAB] 
80 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Not approved in the EU) 
Bisphenolic curing system 

VB80FI01 Black FKM FKM [B001] Nero / Black 80±5 Terp. 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Gasoline | Automotive 

Bisphenolic curing system 

GF80N001 Black FKM FKM [GFS1] Nero / Black 80±5 Perox 80 
-15°C (-20°C peak) 

+200°C (+220°C peak) 
Chemical resistance  

Peroxide curing system 

VB90EDIN Black FKM 
FKM [A001] Nero / Black  

90±5 Special Grade 
90 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

Special grade/RGD 
Bisphenolic curing system 

VB55OR63 Black FKM FKM [A001] Nero / Black 55±5 55 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VB90CMED Black FKM 
FKM [Z000] Nero/Black 

 90±5 Norsok (COP)[LAB] 
90 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

Norsok/RGD 
NFSP_B (Polymers without fluorinated surfactants) 
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VB90BED0 Black FKM 
FKM [Z000] Black  

90±5 Special Grade ** B Terp. 
90 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

Special grade/RGD 
Gasoline 

VB78KV00 Black FKM 
FKM [Z000] Nero / Black  

78±5 Perox Antistatic 
78 

0°C (-5°C peak) +200°C 
(+220°C peak) 

Antistatic 
Peroxide curing system 

VG70FDA5 Green FKM FKM [A000] Verde / Green 70±5 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Viton® Chemours 

Bisphenolic curing system 

VW70FDA2 White FKM 
FKM [A001] Bianco / White 

 70±5 [FBA] 
70 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Not approved in the EU) 
Bisphenolic curing system 

VG70PX11 Green FKM FKM [Z000] Verde / Green 70±5 Perox 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Peroxide curing system 

VL70AT53 Violet FKM FKM [A001] Viola / Violet 70±5 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG70FI02 Green FKM FKM [B000] Verde / Green 70±5 Terp. 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose | Gasoline 
Bisphenolic curing system 

VG70PXF0 Green FKM FKM [Z000] Verde / Green 70±5 Perox 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Chemical resistance  

Peroxide curing system 

VM700WJN Brown FKM FKM [A001] Marrone / Brown 70±5 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Bisphenolic curing system 

VGR70A53 Grey FKM FKM [A001] Grigio / Grey 70±5 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VA755012 Blue FKM FKM [A001] Blu / Blue 75±5 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VM75FD54 Brown FKM 
FKM [A001] Marrone / Brown  

75±5 [FBA] 
75 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Not approved in the EU) 
Bisphenolic curing system 

VW75AT53 White FKM 
FKM [A001] Bianco / White  

75±5 [FBA] 
75 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Not approved in the EU) 
Bisphenolic curing system 

VA75AK00 Blue FKM 
FKM [A001] Blu / Blue 
 75±5 Metal Det [FBA] 

75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Metal detector | FDA 21 CFR 177.2600 (Not approved in the EU) 

Bisphenolic curing system 

VO75AT53 Orange FKM FKM [A001] Arancio / Orange 75±5 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VY75I6A1 Yellow FKM FKM [A001] Giallo / Yellow 75±5 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VGR75740 Grey FKM FKM [A001] Grigio / Grey 75±5 7040 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VR75AT56 Red FKM FKM [A001] Rosso / Red 75±5 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VR80MT53 Red FKM FKM [A001] Rosso / Red 80±5 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG80DI53 Green FKM FKM [A001] Verde / Green 80±5 6011 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG80FDA0 Green FKM FKM [A000] Verde / Green 80±5 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Viton® Chemours 

Bisphenolic curing system 

VW80FDA0 White FKM FKM [A001] Bianco / White 80±5 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Bisphenolic curing system 
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VY800053 Yellow FKM FKM [A001] Giallo / Yellow 80±5 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VV80AT53 Violet FKM FKM [A001] Viola / Violet 80±5 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VA800531 Blue FKM FKM [A001] Blu / Blue 80±5 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VM808011 Brown FKM FKM [A001] Marrone / Brown 80±5 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VV90AT53 Violet FKM FKM [A001] Viola / Violet 90±5 90 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG60MA53 Green FKM FKM [A001] Verde / Green 60±5 60 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG556A11 Green FKM FKM [A001] Verde / Green 55±5 55 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VM905317 Brown FKM FKM [A001] Marrone / Brown 90±5 90 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VW60FDA0 White FKM FKM [A001] Bianco / White 60±5 60 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Bisphenolic curing system 

VR60FD53 Red FKM FKM [A001] Rosso / Red 60±5 [FBA] 60 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
FDA 21 CFR 177.2600 (Not approved in the EU) 

Bisphenolic curing system 

VB70F3AX Black FKM 
FKM [Z000] Nero / Black  
70±5 [F24] * Perox [3A23] 

70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VB98RG00 Black FKM 
FKM [Z000] Nero/Black 

 95±5 Norsok (COP)[LAB] 
95 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

Norsok/RGD 

VB98AED0 Black FKM 
FKM [Z000] Black  

95±5 Special Grade * A FKM 
95 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

Special grade/RGD 

VR70FDAE Red FKM 
FKM [A001] Rosso / Red  

70±5 [FBA][LAB] 
70 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Not approved in the EU) 
Bisphenolic curing system 

VG70NW00 Green FKM FKM [A001] Verde / Green 70±5 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VY700053 Yellow FKM FKM [A001] Giallo / Yellow 70±5 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Bisphenolic curing system 

VM70F3AX Brown FKM 
FKM [Z000] Brown  

70±5 [F24] * Perox [3A24] 
70 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Peroxide curing system | 3-A® Sanitary Std [3A24] 

VGR70047 Grey FKM FKM [A001] Grigio / Grey 70±5 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VA75FD53 Blue FKM FKM [A001] Blu / Blue 75±5 [FBA] 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
FDA 21 CFR 177.2600 (Not approved in the EU) 

Bisphenolic curing system 

VG75FDAE Green FKM FKM [A001] Verde / Green 75±5 [FBA] 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
FDA 21 CFR 177.2600 (Not approved in the EU) 

Bisphenolic curing system 

VR75MT53 Red FKM FKM [A001] Rosso / Red 75±5 75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

GF75FDAE Green FKM 
FKM [GFS1] Verde / Green 

 75±5 Perox [F24] 
75 

-15°C (-20°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Chemical resistance | Steam | Peroxide curing system 
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VA80FDA0 Blue FKM FKM [A001] Blu / Blue 80±5 [FBA] 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
FDA 21 CFR 177.2600 (Not approved in the EU) 

Bisphenolic curing system 

VG80IV00 Green FKM FKM [A001] Verde / Green 80±5 80 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
IVECO 18-0484 

Bisphenolic curing system 

VP90AT53 Pink FKM FKM [A001] Rosa / Pink 90±5 90 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VM65I000 Brown FKM FKM [A001] Marrone / Brown 65±5 65 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VA63AT53 Blue FKM FKM [A001] Blu / Blue 60±5 60 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VA90FD53 Blue FKM FKM [A001] Blu / Blue 90±5 [FBA] 90 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
FDA 21 CFR 177.2600 (Not approved in the EU) 

Bisphenolic curing system 

VG90FD53 Green FKM FKM [A001] Verde / Green 90±5 [FBA] 90 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
FDA 21 CFR 177.2600 (Not approved in the EU) 

Bisphenolic curing system 

VR90AT53 Red FKM FKM [A001] Rosso / Red 90±5 90 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VA90AT53 Blue FKM FKM [A001] Blu / Blue 90±5 90 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose 

Bisphenolic curing system 

VG60FDA4 Green FKM FKM [A001] Verde / Green 60±5 [FBA] 60 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
FDA 21 CFR 177.2600 (Not approved in the EU) 

Bisphenolic curing system 

VB70FI00 Black FKM FKM [B001] Nero / Black 70±5 Terp. 70 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
General purpose | Gasoline 

Viton® Chemours | Bisphenolic curing system 

GF70VI00 Green FKM FKM [GFS0] Verde / Green 70±5 70 
-15°C (-20°C peak) 

+200°C (+220°C peak) 
Chemical resistance  

Peroxide curing system 

GLT75N02 Black FKM 
FKM [GLT1] Nero / Black  

75±5 (T-30°C) 
75 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

VB75PXBF Black FKM 
FKM [Z000] Nero / Black  
75(-5/+15) Perox HFO BR 

75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Chemical resistance | Steam | Heavy fuel oil (HFO) (maritime, energy) | Peroxide curing system 

NFSP_B (Polymers without fluorinated surfactants) | Base resistance 

GLT70V03 Green FKM 
FKM [GLT1] Verde / Green  

70±5 (T-30°C) 
70 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

GLT75B00 Blue FKM 
FKM [GLT1] Blu/Blue  

75±5 [LPG][CNG](T-30°C)[LAB] 
75 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

LPG and CNG systems | Low temperatures 
Peroxide curing system | Automotive 

GLT80N03 Black FKM 
FKM [GLT0] Nero / Black  

80±5 (T-30°C) 
80 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

GFLT80N0 Black FKM FKM [GFL0] Nero / Black 80±5 80 
-25°C (-30°C peak) 

+200°C (+220°C peak) 
Chemical resistance  

Low temperatures | Peroxide curing system 

GLT98AED Black FKM 
FKM [GLT1] Nero / Black  
95±5 Sp. Grade(T-30°C) 

95 
-30°C (-40°C peak) 

+200°C (+220°C peak) 
Special grade/RGD 

Low temperatures | Peroxide curing system 

GFLT90N2 Black FKM FKM [GFL1] Nero / Black 90±5 90 
-25°C (-30°C peak) 

+200°C (+220°C peak) 
Chemical resistance  

Low temperatures | Peroxide curing system 

GLT90N00 Black FKM 
FKM [GLT1] Nero / Black  

90±5 (T-30°C) 
90 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

VB90PXS0 Black FKM 
FKM [Z000] Black 

 90±5 Perox [EN 682] 
90 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

Chemical resistance  
Peroxide curing system 
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GLT90AED Black FKM 
FKM [GLT1] Black  

90±5 Norsok(T-30°C)[ZP_5101][LAB] 
90 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Hydrogen (H2) | Norsok/RGD 
Low temperatures | Peroxide curing system 

GLT70R00 Red FKM 
FKM [GLT0] Rosso / Red 

 70±5 (T-30°C) 
70 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

VO80PXS0 Orange FKM 
FKM [Z000] Orange 

 80±5 Perox [549_B2_H3] 
80 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

Chemical resistance  
Peroxide curing system 

GLT80V00 Green FKM 
FKM [GLT0] Verde / Green 

 80±5 (T-30°C) 
80 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system | Viton® Chemours 

GLT85BLI Blue FKM 
FKM [GLT1] Blu/Blue 

 85±5 [LPG][CNG](T-30°C)[LAB] 
85 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

LPG and CNG systems 
Low temperatures | Peroxide curing system 

VB75PXBS Black FKM 
FKM [Z000] Nero / Black  
75(-5/+15) Perox HFO BR 

75 
-20°C (-25°C peak) 

+200°C (+220°C peak) 
Chemical resistance | Steam | Heavy fuel oil (HFO) (maritime, energy) 

Peroxide curing system | Base resistance 

GLT80N02 Black FKM 
FKM [GLT0] Nero / Black  

80±5 (T-30°C) 
80 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

GLT85N02 Black FKM 
FKM [GLT0] Nero / Black  

85±5 (T-30°C) 
85 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

GLT90V00 Green FKM 
FKM [GLT0] Verde / Green  

85±5 (T-30°C) 
90 

-30°C (-40°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

GFLT75V0 Green FKM FKM [GFL0] Verde / Green 75±5 75 
-25°C (-30°C peak) 

+200°C (+220°C peak) 
Chemical resistance  

Low temperatures | Peroxide curing system 

LTFE85N0 Black FKM 
FKM [Z000] Black 

 85±5 LTXP[LPG][CNG](T-40°C)[LAB] 
85 

-40°C (-45°C peak) 
+200°C (+220°C peak) 

LPG and CNG systems | Low temperatures 
Peroxide curing system | Automotive 

LTFE75N0 Black FKM 
FKM [Z000] Nero / Black 

 75±5 LTXP (T-40°C) 
75 

-40°C (-45°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

LTFE80N0 Black FKM 
FKM [Z000] Nero / Black  

80±5 LTXP (T-40°C) 
80 

-40°C (-45°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

LTFE90EA Black FKM 
FKM [Z000] Black 

 90±5 LTXP Norsok T-40°C[LAB] 
90 

-40°C (-45°C peak) 
+200°C (+220°C peak) 

Norsok/RGD 
Low temperatures | Peroxide curing system 

LTFE70V0 Green FKM 
FKM [Z000] Verde / Green  

70±5 LTXP (T-40°C) 
70 

-40°C (-45°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

LTFE80V0 Green FKM 
FKM [Z000] Green  

80±5 LTXP 6018 (T-40°C) 
80 

-40°C (-45°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

LTFE90V1 Green FKM 
FKM [Z000] Verde / Green  

90±5 LTXP (T-40°C) 
90 

-40°C (-45°C peak) 
+200°C (+220°C peak) 

Low temperatures 
Peroxide curing system 

LTFE70A0 Blue FKM 
FKM [Z000] Blu / Blue  
70±5 LTXP (T-40°C) 

70 
-40°C (-45°C peak) 

+200°C (+220°C peak) 
Low temperatures 

Peroxide curing system 

GBL75FA5 Blue FKM 
FKM [GBL2] Blu / Blue 

 75±5 Perox [F24] 
0 

-20°C (-25°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Chemical resistance | Low temperatures | Steam | Peroxide curing system 

FFKM75S2 Black FFKM 
HPSealing® [102] Nero / Black  

75±8 (PRX) 
75 

-15°C (-20°C peak)  
+260°C (+275°C peak) 

General purpose | Batteries 
 Peroxide curing system | Paint solvents | Industrial sprayers 

FFKM75S4 White FFKM 
HPSealing® [102] Bianco / White 

75±8 (PRX) 
75 

-10°C (-15°C peak) 
 +240°C (+270°C peak) 

General purpose | Peroxide curing system 
Paint solvents | Industrial sprayers 

FFKM75F3 White FFKM 
HPSealing® [103] Bianco / White 

75±8 [F24] (PRX) 
75 

-10°C (-15°C peak)  
+240°C (+270°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Peroxide curing system | 3-A® Sanitary Std [3A24] | USP Class VI 
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FFKM75D0 Black FFKM 
HPSealing® [501] Nero / Black 75±8 

(PRX) 
75 

-15°C (-20°C peak) 
 +260°C (+275°C peak) 

General purpose 
Peroxide curing system 

FFKM80FT Black FFKM 
HPSealing® [501] Black 
 80±8 [F3L](PRX)[LAB] 

80 
-10°C (-15°C peak)  

+240°C (+270°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

FFKM75WT White FFKM 
HPSealing® [501] White  

75±8 [F3L](PRX)[LAB] 
75 

-10°C (-15°C peak)  
+240°C (+270°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Peroxide curing system 

FFKM75B4 Black FFKM 
HPSealing® [104] Nero / Black 

75±8(PRX) 
75 

-10°C (-15°C peak) 
 +320°C (+330°C peak) 

High temperatures 
Steam | Peroxide curing system 

FFKM75B0 Black FFKM 
HPSealing® [503] Nero / Black 

75±8(PRX) 
75 

-10°C (-15°C peak) 
 +320°C (+330°C peak) 

High temperatures 
Steam | Peroxide curing system 

FFKM7510 Black FFKM 
HPSealing® [110] Nero / Black 

 75±8 (TRZ) 
75 

-10°C (-15°C peak) 
+330°C (+340°C peak) 

High temperatures 
Triazine curing system 

FFKM7502 Black FFKM 
HPSealing® [103] Nero / Black  

75±8 [F24] (PRX) 
75 

-15°C (-20°C peak) 
+260°C (+275°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Peroxide curing system 

FFKM90PE Black FFKM 
HPSealing® [900] Black 90±8 Norsok 

(PRX)[LAB] 
90 

-10°C (-15°C peak) 
+240°C (+270°C peak) 

Norsok/RGD 
Peroxide curing system 

FFKM75D1 Black FFKM 
HPSealing® [512] Nero / Black  

75±8 (PRX) 
75 

-15°C (-20°C peak) 
+260°C (+275°C peak) 

General purpose 
Peroxide curing system 

FFKM60T1 Black FFKM 
HPSealing® [501] Nero / Black 

 60±8 (PRX) 
60 

-10°C (-15°C peak) 
+240°C (+270°C peak) 

General purpose 
Peroxide curing system 

FFKM70H0 Black FFKM 
HPSealing® [510] Nero / Black  

70±8 (TRZ) 
70 

-10°C (-15°C peak) 
+330°C (+340°C peak) 

High temperatures 
Triazine curing system 

FFKM75BF Black FFKM 
HPSealing® [501] Black  

75±8 [F3L](PRX)[LAB] 
75 

-10°C (-15°C peak) 
+240°C (+270°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Peroxide curing system 

FFKM75C0 Black FFKM 
HPSealing® [503] Nero / Black 

75±8(PRX) 
75 

-10°C (-15°C peak) 
+320°C (+330°C peak) 

High temperatures 
Steam | Peroxide curing system 

FFKM7589 Black FFKM 
HPSealing® [300] Nero / Black 

75±8(PRX) 
75 

-10°C (-15°C peak) 
+230°C (+260°C peak) 

Semiconductor 
Peroxide curing system | UL 94 

FFKM75WF White FFKM 
HPSealing® [503] White 
 75±8 [F3L](PRX)[LAB] 

75 
-10°C (-15°C peak) 

+320°C (+330°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

High temperatures | Steam | Peroxide curing system 

FFKM60W3 White FFKM 
HPSealing® [501] White 
 60±8 [F3L](PRX)[LAB] 

60 
-10°C (-15°C peak) 

+240°C (+270°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

FFKM75L1 Black FFKM 
HPSealing® [509] Nero / Black  

75±8 (PRX) 
75 

-30°C (-35°C peak) 
+240°C (+270°C peak) 

Low temperatures 
Peroxide curing system 

FFKM75L0 Black FFKM 
HPSealing® [508] Nero / Black 

 75±8 (PRX) 
75 

-40°C (-45°C peak) 
+240°C (+270°C peak) 

Low temperatures 
Peroxide curing system 

FFKM90L0 Black FFKM 
HPSealing® [508] Nero / Black 90±8 

Special (PRX) 
90 

-40°C (-45°C peak) 
+240°C (+270°C peak) 

Low temperatures 
Peroxide curing system 

VB75ETP0 Black TFE/P (FEPM) [ETP] 
TFE/P (FEPM) [ETP] Nero / Black 

75±5 
75 

-5°C (-10°C peak) 
+200°C (+220°C peak) 

General purpose | Chemical resistance | Solvents, acids, bases and amines  
Peroxide curing system | Viton® Chemours | Base resistance 

AFL75FDA Black TFE/P (FEPM) [AFL0] 
TFE/P (FEPM) [AFL0] Nero / Black 

75±5 Perox [F24] 
75 

-5°C (-10°C peak) 
 +200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Steam | Peroxide curing system 

AFL90799 Black TFE/P (FEPM) [AFL0] 
TFE/P (FEPM) [AFL0] Nero / Black 

90±5 Perox [F24] 
90 

-5°C (-10°C peak) 
+200°C (+220°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Steam | Peroxide curing system 
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AFL70FRI Black TFE/P (FEPM) [AFL]+[FKM] 
TFE/P (FEPM) [AFL]+[FKM] Nero / 

Black 70±5 
70 

-5°C (-10°C peak) 
 +200°C (+220°C peak) 

General purpose 
Steam | Peroxide curing system 

AFL80FRI Black TFE/P (FEPM) [AFL]+[FKM] 
TFE/P (FEPM) [AFL]+[FKM] Nero / 

Black 80±5 
80 

-5°C (-10°C peak) 
+200°C (+220°C peak) 

Steam 
Peroxide curing system 

FVMQ7053 Blue FVMQ FVMQ Blu / Blue 70±10 70 
-50°C (-60°C peak) 

 +180°C (+200°C peak) 
General purpose 

Peroxide curing system 

FVMQ7054 Blue FVMQ FVMQ Blu / Blue 70±10 70 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
General purpose 

Peroxide curing system 

FVMQ80A5 Blue FVMQ FVMQ Blu / Blue 80±10 80 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
General purpose 

Peroxide curing system 

FVMQ50N4 Black FVMQ FVMQ Nero / Black 50(-5/+10) 50 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
General purpose 

FVMQ70R3 Red FVMQ FVMQ Rosso / Red 70±10 70 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
General purpose 

Peroxide curing system 

FVMQ70A5 Blue FVMQ FVMQ Blu / Blue 60±10 60 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
General purpose 

Peroxide curing system 

FVMQ70N3 Black FVMQ FVMQ Nero / Black 70±10 70 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
General purpose 

Peroxide curing system 

VMQ70R53 Red VMQ VMQ Rosso / Red 70±10 [F24][LAB] 70 
-50°C (-60°C peak)  

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ70R54 Red VMQ VMQ Rosso / Red 70±10 [F24] 70 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ70N53 Black VMQ VMQ Nero / Black 70±10 [F24] 70 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ70A54 Blue VMQ VMQ Blu / Blue 70±10 [F24] 70 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ50213 Black VMQ VMQ Nero / Black 50±10 [F24] 50 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

VMQ70V00 Violet VMQ VMQ Viola / Violet 70±10 70 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
General purpose 

Peroxide curing system 

VMQ70W53 White VMQ VMQ Bianco / White 70±10 [F24] 70 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ75O53 Orange VMQ VMQ Arancio / Orange 75±10 [F24] 75 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ75Y53 Yellow VMQ VMQ Giallo / Yellow 75±10 [F24] 75 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ60R53 Red VMQ VMQ Rosso / Red 60±10 [F24] 60 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ90R00 Red VMQ VMQ Rosso / Red 85±10 [F24] 85 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ50W00 White VMQ VMQ Bianco / White 50±10 [F24] 50 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ60213 Black VMQ VMQ Nero / Black 60±10 [F24] 60 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 
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VMQ50R00 Red VMQ VMQ Rosso / Red 50±10 [F24] 50 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

VMQ30R53 Red VMQ VMQ Rosso / Red 30±10 [F24] 30 
-50°C (-60°C peak) 

+180°C (+200°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

VMQ70NHT Black VMQ VMQ Nero / Black 70±10 HT++ 70 
-50°C (-60°C peak) 

+250°C (+280°C peak) 
High temperatures 

Peroxide curing system 

VMQ70RHT Red VMQ VMQ Rosso / Red 70±10 HT+ [F24] 70 
-50°C (-60°C peak) 

+200°C (+250°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 
High temperatures | Peroxide curing system 

VMQ60MHT Brown VMQ VMQ Marrone / Brown 60±10 HT+++ 60 
-50°C (-60°C peak) 

+300°C (+320°C peak) 
High temperatures 

Peroxide curing system 

PVMQ70R0 Red PVMQ PVMQ Rosso / Red 70±10 70 
-100°C (-110°C peak) 

 +180°C (+200°C peak) 
Low temperatures 

Peroxide curing system 

PVMQ60N0 Black PVMQ PVMQ Nero / Black 60±10 60 
-100°C (-110°C peak) 

+180°C (+200°C peak) 
Low temperatures 

Peroxide curing system 

HNBR70N0 Black HNBR 
HNBR Nero / Black 

 70±5 [ZP_5101][LAB] 
70 

-25°C (-30°C peak)  
+140°C (+160°C peak) 

Hydrogen (H2) 
General purpose | Peroxide curing system 

HNBR90B3 Black HNBR HNBR Nero / Black 90(-8/+2) 90 
-25°C (-30°C peak)  

+140°C (+160°C peak) 
General purpose 

Peroxide curing system 

HNBR70VS Green HNBR HNBR Verde / Green 70±5 70 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
General purpose 

Peroxide curing system 

HN750002 Black HNBR HNBR Nero / Black 75±5 75 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
General purpose 

Peroxide curing system 

HNBR80N1 Black HNBR HNBR Nero / Black 80±5 80 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
General purpose 

Peroxide curing system 

HNBR70RO Red HNBR HNBR Rosso / Red 70±5 70 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
Peroxide curing system 

HNBR70Y5 Yellow HNBR HNBR Giallo / Yellow 70±5 70 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
Gas 

General purpose | Peroxide curing system 

HNBR90V5 Green HNBR HNBR Verde / Green 90(-10/+8) 90 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
General purpose 

Peroxide curing system 

HNBR70VL Green HNBR HNBR Verde / Green 70±5 LowTemp. 70 
-40°C (-45°C peak) 

+140°C (+160°C peak) 
Low temperatures 

Peroxide curing system 

HNBR70BL Blue HNBR HNBR Blu / Blue 70±5 70 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
General purpose 

Peroxide curing system 

HNBR75V6 Green HNBR HNBR Verde / Green 75±5 75 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
General purpose 

Peroxide curing system 

HNBR7056 Black HNBR 
HNBR Nero / Black 

 70(-5/+10) LowTemp 
70 

-40°C (-45°C peak) 
+140°C (+160°C peak) 

Low temperatures 
Peroxide curing system 

HNBR70F2 Black HNBR HNBR Nero / Black 70±5 [F24] 70 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system 

HNBR70LT Black HNBR HNBR Nero / Black 70±5 LowTemp 70 
-40°C (-45°C peak) 

+140°C (+160°C peak) 
Low temperatures 

Peroxide curing system 

HNBR90LT Black HNBR 
HNBR Nero / Black  
90(-8/+2) LowTemp 

90 
-40°C (-45°C peak) 

+140°C (+160°C peak) 
Low temperatures 

Peroxide curing system 
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HNBR50N0 Black HNBR HNBR Nero / Black 50±8 50 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
General purpose 

Peroxide curing system 

HNBR70M0 Brown HNBR HNBR Marrone / Brown 70±5 70 
-25°C (-30°C peak) 

+140°C (+160°C peak) 
General purpose 

Peroxide curing system 

HNBR7058 Black HNBR 
HNBR Nero / Black 

 70(-5/+10) UltraLowTemp 
70 

-45°C (-50°C peak) 
+140°C (+160°C peak) 

Low temperatures 
Peroxide curing system 

EP70PXM1 Black EPDM EPDM Nero / Black 70±5 Perox 70 
-50°C (-55°C peak) 

 +140°C (+150°C peak) 
General purpose 

Steam | Peroxide curing system 

EP70PXM4 Black EPDM 
EPDM Nero / Black  

70±5 [F24] * Perox [LAB] 
70 

-50°C (-55°C peak) 
+140°C (+150°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Steam | Peroxide curing system 

EP85PX00 Black EPDM 
EPDM Nero / Black 85±5 Perox 

[ZP_5101][LAB] 
85 

-50°C (-55°C peak) 
+140°C (+150°C peak) 

Hydrogen (H2) 
General purpose | Steam | Peroxide curing system 

EPDM70ZC Black EPDM EPDM Nero / Black 70±5 Sulphur 70 
-45°C (-50°C peak) 

+130°C (+140°C peak) 
General purpose 

Sulphur curing system 

EP65PXM1 Black EPDM EPDM Nero / Black 60±5 Perox 60 
-50°C (-55°C peak) 

+140°C (+150°C peak) 
General purpose 

Peroxide curing system 

EPDM40ZC Black EPDM EPDM Nero / Black 40±5 Sulphur 40 
-45°C (-50°C peak) 

+130°C (+140°C peak) 
General purpose 

Sulphur curing system 

EPDM60ZC Black EPDM EPDM Nero / Black 60±5 Sulphur 60 
-45°C (-50°C peak) 

+130°C (+140°C peak) 
General purpose 

Sulphur curing system 

EP70PXV5 Violet EPDM EPDM Viola / Violet 70±5 Perox 70 
-50°C (-55°C peak) 

+140°C (+150°C peak) 
General purpose 

Peroxide curing system | Automotive 

EP70KB70 Black EPDM 
EPDM Nero / Black  

70±5 [F24] * Perox [WRAS] 
70 

-50°C (-55°C peak) 
+140°C (+150°C peak) 

FDA 21 CFR 177.2600 (Approved in the EU) 
Steam | Peroxide curing system | NSF std.61 | KTW-BWGL | WRAS | EN 681.1 WB-WA 

AEM70N52 Black AEM AEM Nero / Black 70±5 Vamac® 70 
-25°C (-30°C peak) 

+160°C (+170°C peak) 
General purpose 

ACM70N00 Black ACM ACM Nero / Black 70±5 70 
-30°C (-40°C peak) 

 +160°C (+170°C peak) 
General purpose 

ACM80N00 Black ACM ACM Nero / Black 80±5 80 
-30°C (-40°C peak) 

+160°C (+170°C peak) 
General purpose 

NBR85N02 Black NBR NBR Nero / Black 85±5 85 
-25°C (-30°C peak) 

 +100°C (+110°C peak) 
General purpose 

NBR70IST Black NBR NBR Nero / Black 70±5 70 
-25°C (-30°C peak) 

+100°C (+110°C peak) 
General purpose 

NBR70A00 Blue NBR NBR Blu / Blue 70±5 70 
-25°C (-30°C peak) 

+100°C (+110°C peak) 
General purpose 

NBR70FB0 Black NBR NBR Nero / Black 70±5 [F24] 70 
-25°C (-30°C peak) 

+100°C (+110°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

General purpose 

NBR85LT1 Black NBR NBR Nero / Black 85±5 LowTemp 85 
-40°C (-45°C peak) 

+100°C (+110°C peak) 
Low temperatures 

Peroxide curing system 

NBR72872 Black NBR NBR Nero / Black 72±5 72 
-30°C (-40°C peak) 

+100°C (+110°C peak) 
Gas 

NBR70AK9 Blue NBR NBR Blu / Blue 70±5 Metal Det [F24] 70 
-25°C (-30°C peak) 

+100°C (+110°C peak) 
FDA 21 CFR 177.2600 (Approved in the EU) 

Peroxide curing system | Metal detector 
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NBR90IST Black NBR NBR Nero / Black 90(-8/+2) 90 
-25°C (-30°C peak) 

+100°C (+110°C peak) 
General purpose 

PLT90N01 Black AU AU Nero / Black 90±5 90 
-30°C (-35°C peak) 

+90°C (+100°C peak) 
General purpose 

PLT70N01 Black AU AU Nero / Black 70±5 70 
-30°C (-35°C peak) 

+90°C (+100°C peak) 
General purpose 

 

2) COMPLETE COATING GUIDE 
 

B-coated®  
CODE 

B-coated® 
FAMILY 

COLOUR DURABILITY SURFACE TREATMENT DESCRIPTION 
TEMPERATURE 

RANGE 
END-USE APPLICATION 

SURFACE 
FINISH 

COMPOUND COMPATIBILITY ADDITIONAL INFO 

B-coated® [C001] COATING BLUE EASY-LIFE Coloured PTFE-based lubricant lacquer. 
-40°C  

+180°C  
ASSEMBLY AID | FRICTION REDUCTION DRY 

FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 
(FEPM) [AFL0], TFE/P (FEPM) 

[AFL]+[FKM], HFKM, HNBR, EPDM, NBR 
  

B-coated® [C003] COATING 
TRANSPARENT 

(SLIGHTLY 
WHITISH) 

LONG-LIFE 
Water-soluble, thermosetting coating. 

Suitable for food & beverage and 
pharmaceutical applications. 

-40°C  
 +200°C 

ASSEMBLY AID | FRICTION REDUCTION 
FOOD CONTACT | DRINKING WATER 

DRY 
FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 

(FEPM) [AFL0], TFE/P (FEPM) 
[AFL]+[FKM], HFKM, HNBR, EPDM, NBR 

ACCORDING TO FDA, 
KTW-BWGL, NSF 

B-coated® [C053] COATING TRANSPARENT EASY-LIFE Coating based on silicone resin. 
-40°C  

+100°C  
ASSEMBLY AID | FRICTION REDUCTION DRY 

FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 
(FEPM) [AFL0], TFE/P (FEPM) 

[AFL]+[FKM], HFKM, HNBR, EPDM, NBR 
PFAS-FREE 

B-coated® [C051] COATING TRANSPARENT EASY-LIFE PTFE-based coating. 
-40°C  

+180°C  
ASSEMBLY AID | FRICTION REDUCTION DRY 

FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 
(FEPM) [AFL0], TFE/P (FEPM) 

[AFL]+[FKM], HFKM, HNBR, EPDM, NBR 
  

B-coated® [C040] COATING TRANSPARENT LONG-LIFE Silicone-based coating. 
-60°C  

+180°C  
ASSEMBLY AID | FRICTION REDUCTION 

DYNAMIC APPLICATION 
DRY 

FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 
(FEPM) [AFL0], TFE/P (FEPM) 

[AFL]+[FKM], HFKM, HNBR, EPDM, NBR 

RESISTANT TO OILS, 
BENZENE 

PFAS-FREE 

B-coated® [C049] COATING TRANSPARENT LONG-LIFE PTFE-based coating. 
-40°C  

+180°C  
ASSEMBLY AID | FRICTION REDUCTION 

DYNAMIC APPLICATION 
DRY 

FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 
(FEPM) [AFL0], TFE/P (FEPM) 

[AFL]+[FKM], HFKM, HNBR, EPDM, NBR 
  

B-coated® [C050] COATING BLUE LONG-LIFE PTFE-based coating. 
-40°C  

+180°C  
ASSEMBLY AID | FRICTION REDUCTION 

DYNAMIC APPLICATION 
DRY 

FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 
(FEPM) [AFL0], TFE/P (FEPM) 

[AFL]+[FKM], HFKM, HNBR, EPDM, NBR 
  

B-coated® [C076] COATING TRANSPARENT EASY-LIFE Silicone coating. 
-60°C  

+200°C  
ASSEMBLY AID | FRICTION REDUCTION WET 

FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 
(FEPM) [AFL0], TFE/P (FEPM) 

[AFL]+[FKM], HFKM, FVMQ, VMQ, PVMQ, 
HNBR, EPDM, AEM, ACM, NBR 

PFAS-FREE 
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B-coated® [C031] COATING DARK GREY EASY-LIFE 
Moly coating (molybdenum disulfide-

based coating). 
-45°C  

+150°C  
ASSEMBLY AID | FRICTION REDUCTION DRY 

FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 
(FEPM) [AFL0], TFE/P (FEPM) 

[AFL]+[FKM], HFKM, FVMQ, VMQ, PVMQ, 
HNBR, EPDM, AEM, ACM, NBR 

  

B-coated® [C077] COATING WHITISH EASY-LIFE Talc coating. 
-100°C  
+500°C  

ASSEMBLY AID | FRICTION REDUCTION 
FOOD CONTACT | DRINKING WATER 

DRY 

FKM, FFKM, TFE/P (FEPM) [ETP], TFE/P 
(FEPM) [AFL0], TFE/P (FEPM) 

[AFL]+[FKM], HFKM, FVMQ, VMQ, PVMQ, 
HNBR, EPDM, AEM, ACM, NBR 

ACCORDING TO FDA 
PFAS-FREE 

 

DISCLAIMER NOTE 

The information contained in this document reflects the best knowledge and data available to BER-PA at the indicated date. BER-PA provides no express or implied warranty regarding the performance of its compounds or surface treatments under the customer’s specific processing or 

application conditions. Regarding the declared compliances, some materials comply at a formulation level according to the raw material supplier’s statements, while others are tested by BER-PA through external laboratories in accordance with the relevant standards. The listed 

compliances refer to the main regulations requested by our current customers, although additional ones may apply depending on the specific formulation or application. The colors shown are representative. The indicated temperature peaks represent the maximum limits that can be 

reached but not maintained for the entire duration of the application. Hardness tolerance values are reported in the respective Technical Data Sheet (TDS) and may vary depending on the specific formulation. For further details on compounds and surface treatments, please refer to the 

corresponding TDS. All trademarks® belong to their respective owners.  The data are provided for use by qualified personnel, who must exercise their own judgment and operate under their own responsibility. BER-PA assumes no liability for the use of such information or for the 

compounds and coatings described herein. This document is valid without signatures, and it is not subject to automatic updates. To ensure the most suitable choice of material and/or surface treatment for your specific application, please contact the BER-PA technical and sales 

departments. 


